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/ Standard flange receptacle 

/ 3+PE Jam nut receptacle 

/ High-Voltage receptacle 

 

 Mounting hole Ø 22 without chamfer; suitable sealing (e.g.         
glue) for screws is necessary. Tightening torque 0,8 Nm 
 

 

 Solder termination: recommended temperature max. 260°C. 
Higher temperatures possible if care is taken to ensure that 
the soldering tip does not contact with the plastic parts 

 

 Crimp termination: crimp contacts to be ordered separately  
Male:      ..N01 016 0011.. / ..N01 016 0004.. 
Female:  ..N02 016 0003.. / ..N02 016 0002.. 
 

 Screw termination: tightening torque 0,5 Nm, wire ferrules 
recommended  
 

Removing 1,6mm crimp contacts with FG 0300 146 1 

 

1. Extend the pin out of the 
release tool and fix it in place 

 

 

2. Insert the tool from the front side into 
the center of the contact 

 

 

3. When fully inserted pin or socket contact 
can be pulled out with slight force  

 

 Max. panel thickness: 8mm 
 

 Tightening torque: 4-5 Nm 
 

 Crimp contacts to be ordered separately  
 

Male:      ..N01 020 0023 1 / ..N01 020 0024 1 
Female:  ..N02 020 0023 1 / ..N02 020 0024 1 

 

 
 

 Max. panel thickness: 2,5mm 
 

 Tightening torque 4-5 Nm 
 

 If turn protection is required, we recommend to 
glue the receptacles 
 

 Standard caps don’t fit on high voltage version! 
 

 Crimp contacts to be ordered separately  
 

Male:      ..N01 016 0003.. / ..N01 016 0002.. 
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